
 

 
 
 
 
 
 
 
 
 

 
Configuring DSL305eu Ethernet/ADSL modem for PPPoE or Bridging  

 

 

 

 

 

 

 

 

 

 

 
 
 



Check your computer for these Minimum System Requirements  
 

·  At least a Pentium® MMX 233MHz or better 
A CD-ROM Drive 
 

·  Ethernet port installed with TCP/IP Protocol (required only if you are connecting 
to the ETHERNET port of your ADSL Router) USB Port (refer to the easy start 
guide which came in the box with the modem)  

·  Host Operating Systems support for USB: 
Windows® 98 Second Edition 
Windows® 2000 
Windows® Me  

            Windows® XP 
           OS independent for Ethernet 
          Web Browser support: 
Microsoft Internet Explorer 4.0 (or later versions) 
Netscape® Navigator 3.02 (or later versions) 
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Overview of the way everything plugs up, remember the power supply is 110v,  
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 Powering On  
-Power on the Power Outlet that is connected to your ADSL Router. -Power on your 
Computer(s)/Notebook(s). Once the phone line is plugged into the modem the DSL light 
will begin to flash then go solid green (not flashing) 

 

 Setup your Ethernet Card  

For Windows® 2000 / Windows® XP  
Windows® 2000:  
a) From your Windows desktop, right-click on the icon My Network Places and select 
Properties. b) At the Network and Dial-up Connections window, right-click on the 
Local Area Connection icon and select Properties. Select Internet Protocol (TCP/IP) 
and click Properties. 
 
Windows® XP:  
(Instructions are based on default Start menu option) a) From your Windows desktop, 
click Start > All Programs > Accessories > Communications > Network 
Connections. b) Right-click on the Local Area Connection icon that reflects the model 
of your Ethernet Card that is connected to your ADSL Router and click Properties. 
Ensure that the field Connect Using indicates the model of your Ethernet Card that is 



connected to your ADSL Router.  
(This is important especially if you have more than one Local Area Connection icons 
displayed at the Network and Dial-up Connections / Network Connections window. 
Ensure that you have selected the correct one.) Select Internet Protocol (TCP/IP) and 
click  
Properties.  
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Configure your Browser  

Microsoft® Internet Explorer™ (based on IE 5.5)  
i From your Windows desktop, double-click on your Internet Explorer icon to 
launch your Browser. Ignore or cancel any attempts to connect.  
ii From the Menu, click Tools and select Internet Options... .  
iii Select the Connection tab. Click the field, ‘Never dial a connection’. (This option  
will be grayed off if you have not installed an analog modem on your 
computer/notebook before. Proceed with iv). 
iv Click the LAN Settings... button. Ensure that your Proxy Server is not ticked. 
v Click OK to close the dialog box. 

 
 



Netscape® Navigator  
i From your Windows desktop, double-click on your Navigator icon to launch 
your Browser. 
ii Depending on your Netscape versions, carry out one of the following instructions: 
Click Options > Network Preferences. 
Select Proxies. Ensure that the No Proxies option is selected. 
 
OR  
Click Edit > Preferences. 
Select Advanced and click Proxies. Ensure that the option Direct Connection to 
the Internet is enabled. 
iii Click OK for changes to take effect. 
You may now proceed to Step 5 to establish your Internet connection 

 

 
Configuring modem  
i) From your Internet Browser, key in http://10.0.0.2 at the address bar and hit 
<Enter>. 
ii) You will be prompted for the username and password to login to the Web 
Management. 
Enter admin for the username and leave the password field empty (factory defaults). 
Click OK. 
 



(Note that this username and password is not the same as the username and 
password given by Cable and Wireless to connect to the Internet). 
 

iii) Click  on “admin mode” 
 
iv) Select “WAN” under the “Configuration” option 
 
v) Select “PPPoE LLC” option under “Protocol/Encapsulation” option  
 
vi) “Enable” Bridge Mode  
 
 

 
 
vii) Click “Save Settings” 
 
Modem configured and ready for PPPoE / Bridging. 


