
 
 
 
                                                                
 
                                           
 
 
 
 
 

Configuring DSL600eu Ethernet/USB modem 
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Overview of the way everything plugs up, remember the power supply is 110v, 
(It works with a transformer) 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DSL Splitter 
(the one with 
the two outlets) 
 



Install USB Driver 

This section is to show you how to install the USB driver for the ADSL Ethernet-USB 
Router. 

Step 1: Connecting the USB 

 
 
Step 2: Connecting the Power 

 
 
 



Step 3: Installing the USB 
Driver

 
 
 
 
 
3.1 Install Windows 98 Second Edition USB Driver 
 
3.2 Install Windows ME USB Driver 
 
3.3 Install Windows 2000 USB Driver 
 
3.4 Install Windows XP USB Driver 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
3.1 Install Windows 98 Second Edition USB Driver 

 
 

 
 
 
 



 
3.2 Install Windows ME USB Driver 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 



 
3.3 Install Windows 2000 USB Driver 
 

 

 
 
 
 



 
 
3.4 Install Windows XP USB Driver 

 



 
 

 
Ethernet Installation Guide 
 
Setup your Ethernet Card 
For Windows® 2000 / Windows® XP 
Windows® 2000: 
a) From your Windows desktop, right-click on the icon My Network Places and select Properties. 
b) At the Network and Dial-up Connections window, right-click on the Local Area Connection icon and select 
Properties.  
Select Internet Protocol (TCP/IP) and click Properties. 

 
Windows® XP: 
(Instructions are based on default Start menu option) 
 
a) From your Windows desktop, click Start > All Programs > Accessories >Communications > Network 
Connections. 
b) Right-click on the Local Area Connection icon that reflects the model of your Ethernet Card that is connected 
to your ADSL Router and click Properties.  
Ensure that the field Connect Using indicates the model of your Ethernet Card that is connected to your ADSL Router.  
(This is important especially if you have more than one Local Area Connection icons displayed at the Network and Dial-up 
Connections / Network Connections window. Ensure that you have selected the correct one.)  
Select Internet Protocol (TCP/IP) and click Properties. 
 
 
 
 
 

 
 
 



 
 
 
Configure your Browser 
 

                                                
 

 
 
Microsoft® Internet Explorer™ (based on IE 5.5) 
i From your Windows desktop, double-click on your Internet Explorer icon to launch 
your Browser. Ignore or cancel any attempts to connect. 
ii From the Menu, click Tools and select Internet Options... . 
iii Select the Connection tab. Click the field, 'Never dial a connection'. (This option will 
be grayed off if you have not installed an analog modem on your computer/notebook 
before. Proceed with iv). 
iv Click the LAN Settings... button. Ensure that your Proxy Server is not ticked. 
v Click OK to close the dialog box. 
 
 
Netscape® Navigator 
i From your Windows desktop, double-click on your Navigator icon to launch your 
Browser. 
ii Depending on your Netscape versions, carry out one of the following instructions: 
Click Options > Network Preferences. Select Proxies. Ensure that the No Proxies 
option is selected. OR Click Edit > Preferences. 
Select Advanced and click Proxies. Ensure that the option Direct Connection to the 
Internet is enabled. 
iii Click OK for changes to take effect.  
 
 
 
 
 
 
 
 
 
 
 
 
 



 
Connecting to the Internet 
 

Getting Started - Authentication to Router. 

1.Launch your web browser. 

2. Type in 10.0.0.2 at the Address bar and press Enter key. (Note: 10.0.0.2 is the default 
IP address for Router) 

3. You will prompt to login to the router. Type admin for the User name and leave the 
password field empty. Click OK to continue 

 

Login Settings 
 

1. After authenticating to the router, you will see Login Settings page. This page is to 
configure your Internet UserID and Password. 

 

 



 

2. Type in your Username and Password in the respective fields. Select the 
protocol/encapsulation and type in the VPI/VCI values (0, 35 respectively) and click 
Connect. The Username and Password will be saved in the router. Once the router saved 
the information, it will connect to the Internet. 

3. To clear your username and password, click the Clear button. 

 
To ensure that you have successfully connected to the Internet click “Quick Start” then 
click “Login Status” 
 
Login Status 
 
1. This page is shows the Login Status of your Internet Connection. 
 
 

 
 
 

2. Username shows the current UserID used for the Internet connection. 

3. Connection Status shows the current Internet connection status. 

4. Press the Connect/Disconnect button to connect or disconnect the Internet 
Connection.  

 
 

For further help, please call 1-800-744-XNET (9638) 


